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PoE Switch 

Specification:   

Main Features:  
 

◆  IEEE 802.3af/at PoE compliant to simplify deployment and 

installation, up to 30W per port 

◆  Auto-detection and protection of non-standard PoE devices 

◆  IEEE 802.3x flow control protects against lost packets for 

reliable data transmission 

◆  Simple plug and play, easy to install and maintain 

◆  Switch Extend 1-4Port , V-Lan on, 5E cat Cable Distance 

250M, Data Rate 10Mbps 

◆  Compact Design Fits Easily in VLAN Access 

◆  Lightning protection 4KV  

AUVISS 

4Port PoE / IEEE802.3af/at / 100Mbps PoE Switch  

PSE0420FD-E 

Hardware Specification 

10/100Mbps Copper Ports 
4 x 10/100Base-T RJ-45 PoE Ports 
2x 10/100Base-T RJ-45 Uplink Ports 
Auto-MDI/MDI-X ports 

1000Mbps Copper Ports N/A 

Uplink Ports 2 uplink ports 

SFP/mini-GBIC Slots N/A 

Switch Architecture Store-and-Forward 

Switch Fabric 1.6Gbps / non-blocking 

Switch Throughput 1.19Mpps@64 bytes 

Address Table N/A 

Share Data Buffer N/A 

Maximum Frame Size N/A 

Flow Control 
Back pressure for Half-Duplex 
IEEE 802.3x Pause Frame for Full-Duplex 

LED 
Power ,PoE In-Use (Orange) 
10/100 LINK / ACT(Green) 

Reset Button N/A 

Dimension (W x D x H) 185*124*44mm , 1U height 

Weight 1 kg 

Power Requirement 100~240V AC, 50-60 Hz 

Power Consumption / Dissipation 65 Watts maximum  

Power over Ethernet 

PoE Standard IEEE 802.3af/at Power over Ethernet / PSE 

PoE Power Supply Type End-Span 

PoE Power Output Per Port 52V DC, 350mA~600ma . Max. 30 Watts 

Power Pin Assignment 1/2(+), 3/6(-) 

PoE Power Budget 65Watts 

Standards Conformance 

Standards Compliance 

IEEE 802.3 10-BASE-T 
IEEE 802.3u 100-BASE-TX 
IEEE 802.3x Flow Control 
IEEE 802.3af Power over Ethernet 
IEEE 802.3at Power over Ethernet 

Environemmental 

Operating 
Temperature:  -5 ~ 45 Degree C Relative  
Humidity:  10 ~ 90% 

Storage 
Temperature:  -20 ~ 70 Degree C 
Relative Humidity:  10 ~ 90% (non-condensing) 

Extend/ON Extender 250M 1-4 port 

Lightning protection 4KV lightning protection 10/700us 

Other N/A 


